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R
 Nom.  Nom. Maxi. Min. Bend Kg. Per Standard
 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

Acid-Chemical Hose

Stallion® Crush Resistant (Specification 4698MB)

3/4 19.1 1.33 33.8 200 1.38 20.0 508 4.0 102 0.79 30* 4698-0001 
1      25.4 1.58 40.1 200 1.38 20.0 508 5.0 127 0.91 30 4698-0002 

1  1/2  38.1 2.08 52.8 200 1.38 20.0 508 8.0 203 1.24 30* 4698-0003 
2      50.8 2.58 65.5 200 1.38 20.0 508 9.0 229 1.58 30 4698-0004 

Recommended for: 
Tank truck, barge, ship or storage tank suction & discharge 
transfer applications, particularly those involving highly 
corrosive acids and chemicals. 

Stallion® Crush Resistant is designed to handle many of 
industry’s most highly corrosive acids and chemicals. In 
addition, the monofilament helix provides superior crush 
and kink resistance in hose up to 2” in diameter. 

The tube stock has excellent chemical resistance and is 
backed by Gates Gatron™ for ( see page 11 for more 
information) flex fatigue safety at the  coupling. Stallion® 
Crush Resistant is designed for easy cleaning in a bath 
containing 10% (NaOH) @ 100ºC.  Cleaning in place (CIP) 
methods may be used.  

Applications include most basic chemicals which are 
building blocks for numerous chemicals used in a variety 
of industries. Refer to Gates Chemical Resistance Table 
(see page 6) for proper hose selection.

Compatible with commercially available Bio-Diesel fuels 
up to B-100.

Temperature: -40°C to +149°C normal service. Stallion® 
Crush Resistant is designed to withstand fluid tempera-
tures to +149°C, however the rating is dependent on the 
specific chemical conveyed. Contact Gates Customer 
Service for any chemical above +52°C.

Construction: 
Tube: Type T (FEP) Fluoroethylenepropylene or (PTFE) 
Polytetrafluoroethylene for excellent chemical resistance. 
White. Backed with Gatron™ (Modified XLPE).

   

Reinforcement: Synthetic, high tensile textile with 
monofilament helix (and static wire) for full suction, 
crush and kink resistant capability. 
NOTE: The hose is crush “resistant” but will not 
survive repeated crushing’s in the same area.
Cover: Type P (EPDM). Blue corrugated with red 
spiral stripe.

Packaging: 30m length coiled and wrapped in 
polyethylene.

Branding: Continuous transfer label. 
Example:                        Stallion® U.S. Pat. No. 5,647,400 
Crush Resistant Acid-Chemical Suction/Discharge 200 PSI 
(1.38MPa) WP Made In U.S.A. 
Note: New naming system to be implemented 
as a running change.
For your safety: Use Permanent Fittings Only.

* Non-stock. Please contact Gates Customer Service for availability. Minimum order quantities may apply to some sizes.

Stallions FEP tube is FDA approved so is suitable for
some specialised food processing applications.

Standards: Tube meets FDA requirements, Code of 

(CHEM MASTER™ XTREME™ FEP 200 SD CR)

Federal Regulations 21 CFR 177.1550
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R
 Nom.  Nom. Maxi. Min. Bend Kg. Per Standard
 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

Acid-Chemical Hose

Thermo AG® 570 Ag Spray (Specification 4465)

 *19 61.0 201 0.4 536 0.52 39.3 075 0.71 76.0 5.9 8/3 4465-1701 
 *221 61.0 201 0.4 536 0.52 39.3 075 0.71 76.0 5.9 8/3 4465-1702 

 *19 62.0 721 0.5 536 0.52 39.3 075 6.02 18.0 7.21 2/1 4465-1704 
 *221 62.0 721 0.5 536 0.52 39.3 075 6.02 18.0 7.21 2/1 4465-1705 

 *19 93.0 251 0.6 536 0.52 39.3 075 4.72 80.1 1.91  4/3 4465-1706 
 3/4  19.1 1.08 27.4 570 3.93 25.0 635 6.0 152 0.39 122* 4465-1707 

# Working pressure and suction at +22°C.

Recommended for:
Spraying dilute solutions of water and oil based pesticides 
or herbicides as well as liquid fertilisers. Thermo AG® 570 is 
right at home in the yard, the garden, the park – anywhere 
you find grass, plants, and trees. 

Flexible and kink resistant, it’s made for spraying diluted 
pesticides and herbicides at working pressures up to 570 
psi. It can also be used for spraying most liquid fertilisers. 

NOTE: for products containing more than 2% toluene 
or xylene, use 77B Paint Spray & Chemical Hose 
(See Pg 15).

Temperature: -23°C to +55°C. Maximum temperature 
dependent on pesticide/herbicide or chemicals 
conveyed. Call Gates Customer Service for applications 
above +49°C.

Construction: 
Tube: Type G (PVC). Yellow.
Reinforcement: Synthetic, high tensile textile cord.
Cover: Type G (PVC). Yellow. Striated.

Couplings: Gates GLX™.  (See Pg 30).

Packaging: All lengths coiled in a polyethylene bag.

Branding: Continuous ink brand. Example: 3/8” 570 PSI 
WP SPRAY HOSE JAPAN.
Note: New naming system to be implemented as a 
running change.
For your safety: Use permanent fittings only.

* #

Design Factor: 3:1

(AG MASTER™ SPRAY 570)

* Non-stock. Please contact Gates Customer Service for availability. Minimum order quantities may apply to some sizes.

R
 Nom.  Nom. Maxi. Min. Bend Kg. Per Standard
 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

Acid-Chemical Hose

Thermo AG® 570 Ag Spray (Specification 4465)

 *19 61.0 201 0.4 536 0.52 39.3 075 0.71 76.0 5.9 8/3 4465-1701 
 *221 61.0 201 0.4 536 0.52 39.3 075 0.71 76.0 5.9 8/3 4465-1702 

 *19 62.0 721 0.5 536 0.52 39.3 075 6.02 18.0 7.21 2/1 4465-1704 
 *221 62.0 721 0.5 536 0.52 39.3 075 6.02 18.0 7.21 2/1 4465-1705 

 *19 93.0 251 0.6 536 0.52 39.3 075 4.72 80.1 1.91  4/3 4465-1706 
 3/4  19.1 1.08 27.4 570 3.93 25.0 635 6.0 152 0.39 122* 4465-1707 

# Working pressure and suction at +22°C.

Recommended for:
Spraying dilute solutions of water and oil based pesticides 
or herbicides as well as liquid fertilisers. Thermo AG® 570 is 
right at home in the yard, the garden, the park – anywhere 
you find grass, plants, and trees. 

Flexible and kink resistant, it’s made for spraying diluted 
pesticides and herbicides at working pressures up to 570 
psi. It can also be used for spraying most liquid fertilisers. 

NOTE: for products containing more than 2% toluene 
or xylene, use 77B Paint Spray & Chemical Hose 
(See Pg 15).

Temperature: -23°C to +55°C. Maximum temperature 
dependent on pesticide/herbicide or chemicals 
conveyed. Call Gates Customer Service for applications 
above +49°C.

Construction: 
Tube: Type G (PVC). Yellow.
Reinforcement: Synthetic, high tensile textile cord.
Cover: Type G (PVC). Yellow. Striated.

Couplings: Gates GLX™.  (See Pg 30).

Packaging: All lengths coiled in a polyethylene bag.

Branding: Continuous ink brand. Example: 3/8” 570 PSI 
WP SPRAY HOSE JAPAN.
Note: New naming system to be implemented as a 
running change.
For your safety: Use permanent fittings only.

* #

Design Factor: 3:1

(AG MASTER™ SPRAY 570)

* Non-stock. Please contact Gates Customer Service for availability. Minimum order quantities may apply to some sizes.
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(Speci  

 
 
 

 

 
 

to  Gatron and nylon tube materials offering various 
resistance properties.

factors.  temperature  transfer application requirements.  you need 
 contact

based products. 

pressure paint spray applications requiring a static 

 
Tube:
Reinforcement:
Cover:

 
1/4” through 1/2”: eels. 

  
 under 30m.

3/4”:  3 pieces. 

l  le  ove m. imum eces under 30m.

 Continuous ink print label. 

    
 system to be implemented as a 

running
For your safety: permanent fittings only.

(CHEM MASTER™ PAINT SPRAY 500/750)

Non-stock. Please contact Gates Customer Service for availability. Minimum order quantities may apply to some sizes.
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R
 Nom.

 
 Nom. Maxi. Min. Bend Kg. Per Standard

 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

Air & Multi-Purpose Hose

Adapta Flex™ (RED) (Specification 3204EB/3204SB)

 1/4  6.4 0.50 12.7 200 1.38 30.0 762 3.0 76 0.12 183 3204-1301 
5/16  7.9 0.53 13.5 200 1.38 30.0 762 3.0 76 0.15 183 3204-1316 
3/8  9.5 0.66 16.8 200 1.38 30.0 762 3.0 76 0.22 183* 3204-1319 
 1/2  12.7 0.81 20.6 200 1.38 25.0 635 5.0 127 0.31 183 3204-1328 
5/8  15.9 0.97 24.6 200 1.38 20.0 508 6.0 152 0.37 183 3204-1337 
3/4  19.1 1.11 28.2 200 1.38 15.0 381 6.0 152 0.46 183 3204-1346 

1      25.4 1.40 35.6 200 1.38 10.0 254 7.9 203 0.73 107* 3204-1361 

   1/4  6.4 0.50 12.7 250 1.72 30.0 762 3.0 76 0.12 183* 3204-1304 
3/8  9.5 0.66 16.8 250 1.72 30.0 762 3.0 76 0.22 183* 3204-1322 
1/2  12.7 0.81 20.6 250 1.72 25.0 635 5.0 127 0.31 183* 3204-1331 
3/4  19.1 1.15 29.2 250 1.72 20.0 508 6.0 152 0.55 183* 3204-1349 

200psi Working Pressure

250psi Working Pressure

  1/4  6.4 0.53 13.5 300 2.07 30.0 762 3.0 76 0.13 183* 3204-1307 
3/8  9.5 0.69 17.5 300 2.07 30.0 762 3.0 76 0.24 183* 3204-1325 
1/2  12.7 0.83 21.1 300 2.07 25.0 635 5.0 127 0.34 183* 3204-1334 
3/4  19.1 1.15 29.2 300 2.07 15.0 381 6.0 152 0.55 183* 3204-1355 

1      25.4 1.47 37.3 300 2.07 10.0 254 7.9 203 0.89 152* 3204-1364 

300psi Working Pressure

NOTE:  Additional hose specifications on following page.

Red Cover

* Non-stock. Please contact Gates Customer Service for availability. Minimum order quantities may apply to some sizes.

(PLANT MASTER™ 200/250/300)
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R
 .ixaM .moN  .moN Min. Bend Kg. Per Standard

 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

Sea Horse® 400 Fuel Transfer

4110-0715 
4110-0716 
4110-0717 

Temperature: 
Warning: Do not convey fuels over +49°C.

Construction:
Tube:
Reinforcement:

Cover: 

Packaging:

Branding:

Standards:
Tube: 

(BLACK GOLD™ OILFIELD SERVICE 400 D)

R
 .ixaM .moN  .moN Min. Bend Kg. Per Standard

 I.D. O.D. W.P. Suction Radius Pack  Part No.

 (ln.) (mm) (ln.) (mm) (psi) (Mpa) (ln. Hg) (mm Hg) (ln.) (mm) (m.) (m.) 

4110-1107 
4110-1101 
4110-1108 

Neoprene (4110SH) 

MegaTuff® UHMWPE (4110MT) 

4110-1102

Recommended for:
 

 

Transfer of water, petroleum based �uids, dilute acids, 
chemicals and abrasive slurries used in oil and gas well 
stimulation and fracking. Transfer of re�ned fuels 
(commercial petrol, diesel fuel) oils and other petroleum 
products. Transfer hoses are designed for intermittent 
contact with re�ned fuels and must be drained after use. 
Ideal for o�shore/onshore dock hose transfer applications 
involving discharge service for diesel oils and other similar 
petroleum products where an extremely lightweight, 
�exible hose with a high rated working pressure and a 
small minimum bend radius is required.

For bio-diesel and other alternative fuel applications, see
Longhornfi AF. Petroleum transfer hoses may be used with
all grades of bio-diesel only if the exposure is intermittent
and the hose is drained between uses.

Note: New naming system to be implemented as 
a running change.
For your safety: Use permanent �ttings only.
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Oilfield Hose

D

D  
(Specification 4774PE)

E 
(Specification 4773PE)

D 
(Specification 4774PE)

E 
(Specification 4773PE)

For more detailed information please visit www.gatesaustralia.com.au/oilfieldhose.

For enquiries on other hose options or quotations on hose assemblies please contact Gates Technical Assistance via 
gatestech@gates.com or contact Gates Customer Service.

The Gates commitment to the oilfield indus try is reflected in our experience and in our complete product line.  
We make technically superior products to serve the industry:

• Full line of specialty oilfield hoses manufactured to the API 7K specification
• Full line of hydraulic hose and connectors
• Hydraulic crimpers and equipment
• Complete industrial hose line

Recommended for: Flexible connection between standpipe and swivel (Rotary Drilling) or between pump and standpipe (Ro-
tary Vibrator) for pumping mud at extra high pressure in oil drilling and exploration work. Meets the high demands of directional 
drilling and down linking with negative pressure pulses and elevated temperatures. This hose can also be used as a Motion Com-
pensator hose for stabilization of rotary drilling and pumping equipment against vertical wave action on offshore drill platforms. 

Available Sizes: 2½”, 3”, 3½” & 4” I.D. Available Sizes: 2½”, 3”, 3½” & 4” I.D.

 Used as a flexible connection between the cementing pump manifold and cementing head for  
conveyance of cement slurries at high pressure.

Available Sizes: 2½”, 3”, 3½” & 4” I.D. Available Sizes: 2½”, 3”, 3½” & 4” I.D.

(Shown with Female Sub Hammer Union)

(Shown with Female Sub Hammer Union)

Recommended for:
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Oilfield Hose

Hot Oiler Hose
(Specification 4665RL)

2,300 psi W.P. (Static)

Motion Compensator Hose (Plain End) 
(Specification 4651RL)

2,500 psi W.P.

 Recommended for: Stabilization of rotary drilling and pumping equipment against vertical wave action on offshore drill 
platforms.

Available Sizes:  2” I.D.

 Recommended for: Static pressure, hot oiler applications. Designed specifically to handle the transfer of hot oil at 132ºC  
continuous, 149ºC intermittent to clear the paraffin around the casing to help start the flow of oil to the surface.  
Meets Flame Resistance Acceptance Designation “MSHA 2G-11C”.

Available Sizes:  1½” I.D.

For more detailed information please visit www.gatesaustralia.com.au/oilfieldhose.

For enquiries on other hose options or quotations on hose assemblies please contact Gates Technical Assistance via 
gatestech@gates.com or contact Gates Customer Service.
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